power in wire and cables KBE'

BERLIN

“KBEISOLAR DB+

X H1Z222-K | EN 50618
% IEC 131/ IEC 62930
% TOV 2 PfG 1169/10.19
1.500 V,./ 1.800 V. max.
Stabilitate UV / UV-stability

ingropare directa / direct burial

rezistenta mai mare impotriva
apei / higher water resistance

clasa de incendiu D_,
conform BauPVO /
PR

MADE IN GERMANY

KBE Elektrotechnik GmbH - Symeonstralle 8 « 12279 Berlin - GERMANY

Tel: +49 (0)30 / 25 208-100 * Fax: +49 (0)30 / 25 208-140 - info@kbe-elektrotechnik.com « www.kbe-elektrotechnik.com




CALITATE / QUALITY Made in Germany

KBE Elektrotechnik GmbH este un producator de cabluri si conductori
pentru industria auto si a aparaturii electrocasnice, precum si, cu o
putere instalata de 40 GW, unul dintre furnizorii internationali de top
de conductori solari.

La modelul nostru KBE Solar DB+ imbunatatit am luat in considerare
faptul ca cerintele din ultimii ani au crescut dramatic. Din acest motiv, KBE
Solar DB+ este primul cablu solar triplu certificat conform standardului
european pentru cabluri solare EN 50618, precum si conform standardului
international IEC 62930, fiind de asemenea certificat conform standardului
de testare TUV 2 PfG 1169/10.19 de catre TUV.

In plus, cablul solar KBE Solar DB+ prezintd o intreaga serie de
avantaje fata de cablurile solare obisnuite:

» Certificare TUV conform EN 50618 (H1Z22Z2-K)

» Certificare TUV conform IEC 62930 (62930 IEC 131)

» Certificare TUV conform 2 PfG 1169/10.19 (PV 1500-K)
* Proiectat pentru 1.500 V. (max. 1.800 V,_)

* Marcare continua a aparatului de masura

« Ingropare directa datorita materialelor de izolatie de inalta calitate
» Rezistenta UV mai mare

* Rezistentd mai mare impotriva apei

» Rezistenta de izolatie mai mare

» Stabilitate mecanica mai mare

» Clasa de incendiu D, conform BauPVO

* Optimizat pentru instalatii Floating PV (FPV)

n afara de conditiile competitive, KBE va ofera:

* ,Made in Germany*, cu productie in Berlin

« Livrare din depozit, timp de livrare scurt

« Livrare directa avantajoasa in intreaga lume

« Calitate inalta si durata mare de viata (25 de ani conform EN 50618)
« Flexibilitate mare si capacitate de incovoiere

» Compatibilitate cu toti conectorii obisnuiti

* Culori: negru, rosu, albastru

* Prezentare: inele 100 m, bobine 500 m, bobine 1.000 m

KBE

BERLIN

KBE Elektrotechnik GmbH is manufacturer for wires and cables for
the automotive and household appliance industry as well as one of the
leading international suppliers of solar cables with 40 GW installed
capacity.

The advanced KBE Solar DB+ features the latest, significantly
increased, technical requirements for solar cables. As a consequence
KBE Solar DB+ is the first triple certified solar cable, which is TUV
certified according to the European standard for solar cables EN
50618 and the international standard IEC 62930 as well as the new
TUV test standard 2 PfG 1169/10.19.

KBE Solar DB+ provides a number of additional advantages in
comparison to conventional solar cables:

* TUV certification acc. to EN 50618 (H1Z2Z2-K)

s TUV certification acc. to IEC 62930 (62930 IEC 131)
s TUV certification acc. to 2 PfG 1169/10.19 (PV 1500-K)
* Voltage rating 1.500 V. (max. 1.800 V)

» Consecutive meter marking

* Direct burial due to high quality insulation materials
* Higher UV-stability

* Higher water resistance

* Higher insulation resistance

* Higher mechanical stability

* flammability class D, acc. CPR

* optimized for floating PV systems (FPV)

In addition to competitive conditions KBE offers:

* “Made in Germany*“ with production in Berlin, Germany

* Delivery from stock, short lead time

» Worldwide deliveries at favourable terms

* High quality and long life time (25 years acc. to EN 50618)
* High flexibility and bending capability

» Compatibility to all common connectors

e Colors: black, red, blue

» Packaging: 100m rings, 500m spools, 1.000m spools




Fisa cu date tehnice / Technical Data Sheet KBE Solar DB+

Denumire /
Product name

KBE Solar DB+

Data: 01.08.2020 / Stand: 01.08.2020

KBE Solar DB+

Simbol tip constructiv/cod cablu /
Code designation

H1Z2Z2-K /62930 IEC 131/ PV 1500-K

H1Z2Z2-K /62930 IEC 131/ PV 1500-K

Sectiuni transversale disponibile /
Cross selections available

4,0 mm? - 10 mm?

4,0 mm?- 10 mm?

Standarde/aprobari /
Standard / Approbiations

DIN EN 50618; certificat TUV nr. R60147048;
IEC 62930
2 PfG 1169/10.19

DIN EN 50618; TUV Certificate-No. R60147048;
IEC 62930
2 PfG 1169/10.19

Conductor / Zincat E-Cu conform IEC 60228 clasa 5 E-Cu tinned acc. IEC 60228 Class 5

Conductor

|zolatie / Poliolefina speciala intretesuta Crosslinked special Polyolefin

Insulation

Manta / Poliolefina speciala intretesuta Crosslinked special Polyolefin

Sheating

Imprimare / KBE Solar DB+ X,XX mm? H1Z2Z2-K 62930 IEC 131 PV KBE SOLAR DB+ X, XX mm? H1Z2Z2-K 62930 IEC 131 PV

Printing 1500-K HALOGEN FREE LOW SMOKE R60147048 1500-K HALOGEN FREE LOW SMOKE R60147048
MADE IN GERMANY CE EAC MADE IN GERMANY CE EAC

Distanta imprimarii / <550 mm <550 mm

Continuity of marks

Culoare manta /
Sheat colour

rosu, albastru, negru (utilizarea culorii cu rezistenta foarte
mare la lumina (BWS 8) conform ISO 4892)

red, blue, black (Usage of colour with very high ligth fastness
(BWS 8) according to ISO 4892)

Durata de utilizare preconizata /
Expected period of use

25 de ani

25 years

Tensiune nominala / 1,0/ 1,0kV,,, 1,0/ 1,0 kV,¢
Rated Voltage U0O/U 1,5/1,5kV,, 1,5/ 1,5 kVpo
Tensiune de functionare maxim admisa / 1,2/1,2kV,, 1,2/1,2kV,
Max. permissible operating voltage 1,8/1,8kV, 1,8/ 1,8 kVp

(Conductor-conductor, conductor-pamant)

(conductor-conductor, conductor-ground)

Capacitate de curent /
Current carrying capacity

conform EN 50618, tabelul A-3

acc. to EN 50618, table A-3

Rezistenta conductori /
Resistance of the conductor

EN 50395 sectiunea 5
conform EN 50618, tabelul 2

EN 50395 clause 5
acc. to EN 50618, table 2

Verificarea tensiunii c.a./c.c. la intregul cablu /
Voltage test on the complete cable with AC or DC

EN 50395 sectiunea 6
(6,5kV,, sau 15 kV, ; 5 minute)

EN 50395 clause 6
(6,5 kV,c or 15 kV, ; 5 min)

Rezistenta suprafata /
Surface resistance

EN 50395 sectiunea 11

EN 50395 clause 11

Rezistenta de izolatie /
Insulation resistance

EN 50395 sectiunea 8.1

efectuat la 20 °C si 90 °C in ap4; rezultate
conform EN 50618, tabelul 1

2 PfG 1169/10.19

efectuat la 20 °C si 90 °C in apa

rezultate conform 2 PfG 1169/10.19 minim:
1050 MQ*km la 20 °C

1,06 MQ*km la 90 °C

EN 50395 clause 8.1

performed at 20 °C & 90 °C in water results acc. to EN
50618, table 1

2 PfG 1169/10.19

performed at 20 °C & 90 °C in water

results acc. to 2 PfG 1169/10.19 at minimum:

1050 MQ*km @ 20 °C

1,05MQ*m @ 90 °C

Verificare tensiune de trecere /
Spark test

EN 62230, Anexa A

EN 62230, Annex A

Rezistenta la curent continuu /
Long term resistance of insulation to DC

Proprietati ale invechirii /
Properties before ageing

EN 50395 sectiunea 9
(10 zile, 85 °C in NaCl 3 %, 1,8 kV, )

EN 60811-1-1; EN 60811-1-2

(Rezistenta la ruperea izolatiei = 8,0 N/mm?
Rezistenta la ruperea mantalei = 8,0 N/mm?
intindere = 125 %)

EN 50395 clause 9
(10 days, 85 °C in NaCl 3 %, 1,8 kV,¢)

EN 60811-1-1; EN 60811-1-2

(tensile strenth insulation = 8,0 N/mm?
tensile strenth jacket =2 8,0 N/mm?
elongation at break = 125 %)

Verificare dilatatie termica /
Hot Set test

EN 60811-2-1
(200 °C; 15 min sub sarcina; incarcare 20 N/cm?)

EN 60811-2-1
(200 °C; 15 min. under load; 20 N/cm? stress)

Raza de incovoiere /
Bending radius

= 4 x diametrul exterior

= 4 x outer diameter

Verificare dinamica a patrunderii /
Dynamic penetration test

conform EN 50618 - Anexa D

acc. to EN 50618 - Annex D

Temperatura ambientala in timpul functionarii / -40 °C pana la +90 °C -40 °Cto + 90 °C
Ambient temperature in operation

Temperatura ambientala minima permisa pentru instalare / -25°C -25°C

Min. ambient temperature for installation

Temperatura ambientald minima permisa | -40 °C -40 °C

Min. allowable ambient temperature

Temperatura maxima la conductor /
Max. temperature at conductor

120 °C, pe baza EN 60216-1
(20.000 h; 50 % dilatare reziduala)

120 °C, based on EN 60216-1
(20.000 h; 50 % residual elongation)

Temperatura scurtcircuit /
Short-circuit temperature

+250 °C (la conductor max. 5 sec)

+250 °C (max. 5 sec on conductor)

Verificare termica a umiditatii /
Damp heat test

EN 60068-2-78
(1.000h la 90 °C si 85 % umiditatea aerului)

EN 60068-2-78
(1.000h at 90 °C and 85 % relative humidity)

Verificare contractie /
Shrinkage test

EN 60811-503
(120 °C, 1h, contractie <2,0 %)

EN 60811-503
(120°C, 1h, shrinkage <2,0%)

Verificare comprimare la rece /
Cold bending test

EN 60811-504
(-40 °C, pre-conditionare: 16 h)

EN 60811-504
(-40 °C, duration of conditioning: 16 h)

Test alungire la rece /
Cold elongation test

DIN EN 60811-505
(-40 + 2 °C, pre-conditionare: 16 h)

DIN EN 60811-505
(-40 °C £ 2 °C, duration of condlitioning: 16 h)

Verificare impact rece /
Cold impact test

EN 60811-506 si EN 50618, Anexa C
(-40 °C; masa greutatii in cadere 1.000 g)

EN 60811-506 and EN 50618, Annex C
(-40 °C; mass of hammer 1.000 g)




Fisa cu date tehnice / Technical Data Sheet KBE Solar DB+

Data: 01.08.2020 / Stand: 01.08.2020

Bauproduktenverordnung (BauPVO, Ordonanta privind
produsele pentru constructii) /
Construction Product Regulation (CPR)

Rezistenta impotriva acizilor si substantelor alcaline /
Resistance against acid and alkaline solution

Verificarea rezistentei la ozon a intregului cablu /
Ozone resistance on completed cable

Verificare de rezistenta la intemperii/UV la manta /
Weathering / UV-resistance on sheath

Verificarea raspandirii flacarilor pe verticala la intregul cablu /
Test for vertical flame propagation on complete cable

Formarea fumului la intregul cablu /
Smoke emission of complete cable

Verificare cu privire la lipsa halogenului/determinarea
halogenilor -verificare elementara

Assessment of halogens / Determination of
halogens - Elemental test

Ingropare directa /
Direct burial

Rezistenta izolatiei pe termen lung in apa /
Long-term insulation resistance in water

Incadrare in categoria AD8 /
Classification to the category AD8

Rezistenta izolatiei pe termen lung in aer /
Long-term insulation resistance in air

tensiune de functionare maxim admisa cu KBE /
Max. permissible operating voltage by KBE
Rigiditate dielectrica /

Dielectrical strength

Rezistenta impotriva apei sarate /

Resistance against salt water

Rezistenta impotriva amoniacului /

Resistance against Ammonia

Capacitate electrica si constanta relativa a dielectricitatii /
Electrical capacitance and relative permittivity

Directive si certificate /
Certificates & Guidelines

Imprimare / Printing:

Cerinte specifice sigurantei
Clasa D, in conformitate cu EN 50575:2014

EN 60811-404
7 zile; 23 °C (N-acid oxalic; N-hidroxid de sodiu)

EN 50396 sectiunea 8.1.3, metoda B

corespunde cu EN 50618, Anexa E EN 50289-4-17,
metoda A (720 h; 60 °C + 3 °C; 50 + 5 % umiditatea aerului)
corespunde cu 2 PfG 1169/10.19

cu un test de 2.000 h, adicad mult mai mare decéat 720 h
conform EN 50618

EN 60332-1-2

EN 61034-2
(Transmisie a luminii > 70 %)

EN 50525-1, Anexa B

Teste interne suplimentare ale KBE

Verificare interna a KBE conform UL 854:
- Sectiunea 23: Impact-Resistance Test
- Sectiunea 24: Crushing-Resistance Test

Test KBE conf. UL 44 sectiunea 5.4 si UL 2556, sectiunea 6.4:
90 °C + 5 °C; 2000 V (c.c.) 2 3 GQxm dupa 12 saptamani,
rezultat test KBE: > 50 GQxm dupa 12 saptamani

verificat pe baza EN 50525-21 - Anexa E:

- Verificarea tensiunii in apa la 1 kV c.a., la 50 °C pe parcur-
sul a 100 Tage de zile fara intrerupere

- Higroscopicitatea mantalei dupa 100 de zile de depozitare
fnapala 50 °C <40 %

- Rezistenta de izolatie de cel putin 10" Q-cm

Test KBE conf. UL 44, sectiunea 5.5 si UL 2556, sectiunea 6.4:
120 °C; 2000 V (c.c.) 2 50 GQxm dupa 12 saptamani

2,0/ 2,0 kV,

12 kV 60 min
Comparatie cu cerinta EN 50618: 6,5 kV; 5 min

Depozitare la 23 °C timp de 7 zile in solutie sarata saturata
Modificarea rezistentei la rupere < 5 %

7 zile la 23 °C in atmosfera saturata cu amoniac
(test intern)

Test KBE conform UL 44 sectiunea 5.6 si UL 2556, sectiunea
6.5: 90 °C % 5 °C temperatura apei; imersare timp de 14 zile
Permitivitate relativa dupa 1 zi de imersare <6 %

Capacitate dupa 14 zile de imersare < 10 % Diferenta de
capacitate din ziua 7 pana in ziua 14 <4 %

EN 50618, IEC 62930, 2 PfG 1169/10.19

Certificat TUV nr. R60147048
RoHS 2011/65/UE + 2015/863/UE REACH 1907/2006

specifications regarding safety
class D, in accordance with EN 50575:2014

EN 60811-404
7 days; 23 °C (N-Oxalic-acid; N-Sodium hydroxide solution)

EN 50396 clause 8.1.3, method B

meets EN 50618, Annex E EN 50289-4-17,

method A (720 h; 60 °C + 3 °C; 50 + 5 % relative humidity)
meets 2 PfG 1169/10.19

test with 2.000h and exceeds significantly the test of 720h
acc. EN 50618

EN 60332-1-2

EN 61034-2
(light transmittance > 70 %)

EN 50525-1, Annex B

Ad(ditional internal tests of KBE

KBE internal test acc. To UL 854:
-Section 23 Impact-resistance Test
-Section 24 Crushing-Resistance Test

KBE test acc. to UL 44 Section 5.4 & UL 2556, Section 6.4:
90 °C = 5 °C; 2000V (DC) = 3 GQxm after 12 weeks
test result KBE: > 50GQxm after 12 weeks

Tested acc. to EN 50525-21 — Annex E:

- Voltage at 1 kV on cable in water at 50 °C during 100 days
without any break

- Water absorption on sheath after immersion 100 days at 50
°C less than 40 %

- Insulation resistance tests with a minimum resistivity of

10" Q-cm

KBE test acc. to UL 44, Section 5.5 & UL 2556, Section 6.4:
120 °C; 2000V (DC) = 50 GQxm after 12 weeks

2,0/2,0 kVye

12 kV 60 min
Comparison to Requirement of EN 50618: 6,5 kV; 5 min

storage at 23 °C for 7 days in saturated salt solution Change
of tensile strength <5 %

7 days at 23 °C saturated ammonia atmosphere (int. Test)

KBE test acc. to UL 44, Section 5.6 & UL 2556, Section
6.5: 90 °C + 5 °C water temperature; immersion for 14 days
relative permittivity after 1 day immersion <6 %
capacitance after 14 days immersion < 10 % difference in
capacitance from day 7 to day 14<4 %

EN 50618, IEC 62930, 2 PfG 1169/10.19

TUOV certificate-Nr. R60147048
RoHS 2011/65/EU + 2015/863/EU REACH 1907/2006

KBE Solar DB+ X,XX mm? H1Z2Z2-K 62930 IEC 131 PV 1500-K HALOGEN FREE LOW SMOKE MADE IN GERMANY CE EAC

Grosime min.

Grosime min.

tr:-n:?;:'sn:l a7 Stn.:::::rc;on- R pereti izolati pereti manta/ @ exterior / Greutate / Prezentare / Numar articol KBE /
oS St | GamEEr R resistance min. insulation min. jacket outer @ weight  packaging KBE item no
9 thickness hickness
[mm2] n x max- @ [mm] Rmax. [nQ/m] [mm] [mm] [mm] [kg/km] [m] [ ] negru / black | @ rosu/red @ albastru / blue
4,0 56 x 0,310 5,09 0,53 0,58 54 55 500/1.000 730400015060QUSW | 730400015060QURT | 730400015060QUBL
4,0 56 x 0,310 5,09 0,53 0,58 54 55 100 Ring | 820400015060QUSW | 820400015060QURT | 820400015060QUBL
6,0 80x 0,310 3,39 0,53 0,58 6,0 75 500/1.000 | 730600015060QUSW = 730600015060QURT | 730600015060QUBL
6,0 80x0,310 3,39 0,53 0,58 6,0 75 100 Ring 820600015060QUSW | 820600015060QURT | 820600015060QUBL
10,0 80x 0,410 1,95 0,53 0,58 71 115 500 731000015060QUSW | 731000015060QURT | 731000015060QUBL
10,0 80x 0,410 1,95 0,53 0,58 71 115 100 Ring | 821000015060QUSW | 821000015060QURT | 821000015060QUBL

power in wire and cables




Certificate KBE Solar DB+ / certificates

Data: 01.08.2020 / Stand: 01.08.2020

EN 50618:2014

Zertifikat Certificate Zertifikat Certificate

TUVRheinland TOVRheinland
Zertifkat Nr., Cornifioate No,  Blatt Sheet ] Zertifikat Ne. Certificate No.  Blatt Sheer
R 60147048 o001 R 60147048 0002
Thr Eelchen Client Referemce Unser Zeichen Our Reference “AusstcBungsdatum  Date af Irsue * The Exichen Client Referemce Unser Zeichen wr Referemce Aussiclungedatum  Dhaie of fasue
1837/18 0010--50193773 002 03.03.2020 fdayimaiyr) 1837/19 0010-=60193773 003 03.03.2020 feyimaiyrt
Genehmiguagsimhaber License fofder Fertigungutante Manugocnoring Mans Genehmigangsinkaber License Hobder Fertigungutitte Munufocruring Plaat
KBE Elektrotechnik GebH KBE Elektrotechnik GabH KEE Elektrotechnik GmbH KBE Elektrotechnik GmbH
Symecnstr. 8 Symeonstr. 8 Symecnstr. & Symecnstr. 8
12279 Berlin 12279 Berlin 12279 Berlin 12279 Berlin
Deutschland Deutschland Deutschland Deutschland
Prifoeihen Test Mark Gepraf pach  Tesed ace. 1o B Pratesichen_Tess Mark T Geprifinach Temed ace. 1o

IEC 62830:2017
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Declaration of Performance: DoP 0225

Recacding 1o Anra [ of regulation [EU) ne. 3057011 Zertifikat Certificate
BERLIM TUVRheintand
Fertifikat Nr.  Cortificaie No. Blait Sheet
R 601470 0oe3
1 Unigue identibeation code: of b product H1Z222-8% ko s
Thr Zeichen Clirar Kefrrence Unser Zeichen e Reference Austellangsdstom  Date of fome
7 Produst name KBE Sckar U8 448/20 0010--60153773 004 09.07.2020  idemodn
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® o o ole tae i ree el hra ¥BE Elektrorechnik GrbH KEE Elektrotechnik GubH
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>50 GW in intreaga lume /
>50 GW worldwide

KBE Elektrotechnik GmbH ¢ Symeonstrale 8 « 12279 Berlin - GERMANY

Tel: +49 (0)30 / 25 208-100 * Fax: +49 (0)30 / 25 208-140 « info@kbe-elektrotechnik.com « www.kbe-elektrotechnik.com




